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WEATHER DISPLAY

Procedura ingresso Nuova Rete Limet - Attivazione Protocollo MQTT
*Disponibile solo nelle ultime versioni di Weather Display

1. Aprire il file MQTTin.txt

2. Modificare i campi all’interno del file
ws/nomestazione (utilizzare un nome univoco senza spazi es.
ws/genovapra)

"sname":"nomestazione" (utilizzare un nome univoco senza spazi es.

"o

"sname":"genovapra”)

3. Modificare i campi coordinate ed inserire quelle della propria stazione.
"lat":44.424684,"lon":9.190924,

4. Salvare e caricare il file modificato nella cartella webfiles di WD.
5. Dalla schermata iniziale di WD, aprire “Setup - Advanced/Misc - MQTT”

% \Weather Display - Ver 10.375114 - Registered -DAVIS Vantage Pro NE,0.0 kmh,14.2 *C

[ & Graph setup
| Setup Wizard
| Web Page Creation Wizard

Start Minimised
| Start in System Tray (Hidden)

Launch when Windows Starts

Language

%] Log Files

Advanced/Misc Settings

| Create APRS File (WXNOW.TXT)
| US Navy METAR Setup
GPS/NMEA Weather Data Capture
Screen Saver
| Labjack Sensors
| Full Screen When Larger than 800x600 (note, do not use if you have customised the screens)
' Increase Screen Size
Set screen size % increase from normal
| Resat Screen Size (and then restart)
Always Disconnect Dial-Up Connections
Skins/Colour Scheme
Universal Setup
YOWindow Setup
Send data to WDliveapp
Set Style

| Glabe Setup
| Send Push Notification to Mobile Device




~
imet

Centro Meteo Ligure

Nella sezione MQTT, nel campo “Server” inserire hub.retemet.com e campo
“Topic to publish to” vuoto. Spuntare solo “Send MQTT data” e “Send from

custom ...”,

%= Extra/Misc/Custom Screen Settings = [m]
Energy Detective [TED)Current Cost Purplear Mest Thermestat
Program ain window Custormse Temperstie ¢ Humidity / Extra Temp # Custom Vertical Meter/Black Globe Rain/\wind/B arometer/Lightrang [MNexstomy Lightreng2000)/D ishometer
‘wWMAZEE Modified sensors [Fam Durabon AUV AW eather Flow Bokbwood/Home-Made/durora Cloud Sensor/Snow Depth/Sunshne LED SeanA0ATT
LED Sign Setup k
x Cancel

_rE = | Com port rumbes

[ Enasled
]t is a Beta Brite type sign
Customize
[[] Enable customization
Text o appear [and inclede custom 1ags)|

MaTT
Send MOTT data [chentraw b fle data) <
Server
|hl.b.ratemet cam
Taopic to publizh to
Part
1883 =

Test Send

Client 1D

QoS UserPass [f nesded)
(®) at most once Usemame Update rate [seconds)

() atlest orce |
) exactly once ] Pasawond ;10 L4} 4=

Custom Option
[15end Custam Data

Cuslom Tags
EhimeX Ztempi

[ Send customelierrav tat instead

[A Send From Custom Data MOTTir bt file [chentraw folder) h
E.g TEMPHUM:{"temp""tamp' " hum; " Zhum' )

7. infine modificare 'update rate (minimo 10 secondi).
8. Premere ok e verificare il corretto caricamento dei dati sulla Rete Limet.


https://webapp.limet.cloud/

